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Board ID: 96338L-2M-EM
8 .
: Firmware Version: 3.06L.03-T1.02-080310.A20B023k.dL7m
Quick Setup ¥

AnCESetn Bootloader (GFE) Version: | 1.0.37-6.5
This information reflects the current statuis of your DSL cornection,
Line Rate - Upstream (Kbps):  |430
Line Rate - Downstream (Kbps): | 5565

LAN IP Addres 192.168.1.1
Default Gateway: 192.168.100.1
Primary DNS Server: 85.37.17.46

Secondary DNS Server: 85.38.28.84
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This Quick Setup wil guide you throligh the steps necessary to configure yoLr DSL Router.

ATM PVC Configuration
The Virtuial Path Identifier (VPT) and Virtuial Channel Identifier (VCI) are needed for setting Up the ATM PYC. Do ot
change VP and VCI numbers Linless yoLr ISP instriicts you otherwise,

vPL:[0-255] B

VeI [32-65535] [35

Enable Quality Of Service
Enabling Qo for a PYC improves performarice for selected classes of appications. However, since QoS akso

corsumes system resources, the nrmber of PVCs wil be rediced corsequertly. Use Advanced Setup /Quality
of Service to assign priories for the applcations,

Enable Quality Of Service [
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Select the type of network protocol for IP over Etherriet as WAN interface
© PPP over ATM (PPPOA)

O PPP over Ethernet (PPPOE)

O MAC Encapsulation Roliting (MER)

O IP over ATM (Pok)

© Bridging

Encapsulation Mode
VCMUX ]
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PPP usually requires that you have a user name and password to establish your connection. I the boxes below, enter the
user name and password tat your ISP has provided to you

PP Userriame:
PPP Password;
Authentication Method: |AUTO v

MTU[512-1500] 1492

[0 Dial on demand (it ice tineout tmer)

O PPPIP extension
O Use Static [P Address

O Enable PPP Debug Mode





